§\\

Drilling Tools

Drill Pipe, API Standard

P

Drill Pipe, Flush Joint

SIZE 2-3/81F | 2-7/8 IF | 3-1/2IF | 4-1/2 IF
0O.D. (mm) 60.4 73.0 88.9 114 SIZE 27787 3-1/2” 4-1/2” 4-3/4”
LD. (mm) 46.1 54.6 70.3 L 0.D. (mm) 73.1 88.9 114.3 120.7
S%UI(’;LII\;G 85.7 104.8 120.7 155.6 LD. (mm) 61.1 72.9 96.3 102.7
=0 WEIGHT kg/m 13.6 1729 24.5 26.4
WEIGHT kg/m 9.88 154 1913 24.5
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Drill Collar , T
Body Size Weight : Stabilizer
(0.D)) (ILD.) (kg/m) Connection
4-3/4” 2% 73.8 3-1/2 1F Body Size Wing Size Applicable Bit Size Connection
6-1/2” 2-1/4” 148.0 4 1IF 4-3/4” 138 - 240 mm 5-5/8” - 9-5/8” 3-1/2 IF
6-3/4” =43 160.7 4 IF 6-1/2” 188 - 305 mm 7-5/8” - 12-1/4” 4 1F
8” 2-13/16” 224.7 6-5/8 REG 6-3/4” 211 - 370 mm 8-1/2” - 14-3/4 4 1IF
0F 3% 291.7 7-5/8 REG 8” 240 - 400 mm 9-5/8” - 16” 6-5/8 REG
10” 37 361.6 8-5/8 REG 0% 265 - 440 mm 10-5/8” - 17-1/2” 7-5/8 REG
10” 305 - 500 mm 12-1/4” - 20” 8-5/8 REG
Three Cutter Rock Bit & Drag Bit
Size inch 5-5/8 6-1/4 7-5/8 8-1/2 8-5/8 9-5/8 10-5/8 | 12-1/4 | 14-3/4 | 17-1/2 20 26
mm 142.9 158.7 193.7 2159 219.0 244.5 269.9 311.2 374.7 444.5 508.0 660.4
Connection 7-5/8 | 7-5/8
API REG 3-1/2 3-1/2 4-1/2 4-1/2 4-1/2 6-5/8 6-5/8 6-5/8 6-5/8 7-5/8 8-5/8 8-5/8




Bit Breaker
Rotary Tong

Tubing Spider

Center Latch Elevator

Travelling Block

Drill Pipe Male & Female Tap Casing Spider



